FUJI NIPPON CONTROL SYSTEM DOOR SERIES

ROLLER

\TOR INTEC(

Simple & concise fi design, ient for

Automatic production of N-curve, automatic recognition of super low height floor
Support open loop low-speed operation

Multi-category trouble shooting, detailed record of trouble information
Multi-level cipher function enhances professional operation

Qualified with CE, IEC/EN61800-3, European LVD and EMC standard

Streamline structural design

Double 32-digit processing chip

Synchronous & asynchronous integration

Current loop parameter selfduning, free of debugging, convenient operation
Automatic production of N-curve, automatic recognition of super low height floor
Synchronous machine angle-free self-tuning

= Famous brand door operator and hanger such as NBSL,
Wittur, Fermator, Selcom

= Fulfilling GB7588-2003 Standard (equals to EN81-1:1998 Standard)

= Reasonable design and fine manufactured

= Easy to be adjusted and installed

» Applied with VVVF control technology

» Running curve of door operator can be adjusted discretionarily
* Running safely and comfortably

D MRLCONTROLLER APP

)DER = Low noise and credibility quality
# SIN/COS encoder
* UVW encoder

= ENDAT interface encoder = Customized for non-standard design
* ABZ incremental type encoder

* Opening width from 650mm to 4000mm
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Our PM gearless machines cater for GB7588-2003 Standard (equals to
EN81-1:1998 standard). Applied with advanced technology, excellent
production equipment and extract technic, each item of function index
has reached the international standard. Below are the futures and
specialty of our machines.
» Low speed running smoothly, running without stepping under 0.2 r/min
= Running efficiency can reach 91%, low rated current
* Low raising temperature and high reliability, the raising temperature of
winding is about 25K after started running 12 hours
= Good compatibility with different brand control system such as Monarch China,
KEB German, CT England, SIEIl Italy, FUJI and YASKAWA Japan
“ Smallsize, light weight, nice appearance
* Full range load from 320kg to 1600kg (other large load case by case),
and speed from 0.3 to 4 m/s (other high speed case by case); 2:1and
1:1roping for choice
= Motor noise under 51dB, perfect for small machine room and MRL
elevators

The steel belt machines are much lighter than the traditional
PM machines. The sealing bearing needs no grease lubrication
which ensures clean machine room, and steel belt with higher
frictional coefficient effectivelydrives the elevator car more
smoothly. The advantages of our steel belt machines are as
below.

= Smooth running
* Low noise

= Space saving

= Environment friendly

EL BELT OF FUJ

We adopt composite steel belt with durable, energy-saving and
environment friendly characteristics.

® PU layer lubrication

= Life cycle two or three times of traditional steel wire rope

“ More bendable which increases the contact area with drive shaft
= More effective and energy-saving

Composite steel belt

Traditional wire rope




Passenger Elevator

Capacity from 450kg-2500kg Speed 1.0m/s-8m/s

Villa Elevator

Capacity from 200kg-450kg Speed 0.4m/s-1.0m/s

Observation Elevator

Capacity from 450kg-2500kg Speed 1.0m/s-8m/s

Hospital Elevator

Capacity from 800kg-2000kg Speed 1.0m/s-8m/s

Freight Elevator

Capacity from 500kg-7000kg Speed 0.5m/s-1.0m/s

Car Elevator

Capacity from 3000kg-5000kg Speed 0.25m/s-0.5m/s

Dumbw

Capacity from 50kg-350kg Speed 0.4m/s

NIPPON ELEVATOR CATEGORIES

FUJI-NCEO1

PASSENGER ELEVATORS

FUJI-NCAO1

Ceiling: Hairline stainless steel frame,acrylic top panel
Car wall: Hairline mirror etching
Floor: PVC(standard)marble(optional)
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v PASSENGER ELEVATORS

CAR AND LANDING DECORATION

FUJI-NCA002

Ceiling: Hairline stainless steel frame,acrylic top panel
Car wall: Hairline stainless steel combine with mirror stainless steel

Floor: PVC({standard)marble{optional)

FUJI-NCEO2

FUJI-NFL13

FUJI-NLDO1

FUJI-NCOPO1 FUJI-NCOPO2
Standard Optional

FUJI-NHOPO1 FUJI-NHOP02
Standard Optional

FUJI-NHROS Standard

FUJI-NHRO6 Standard




FUJI-NLDO2

FUJI-NCOPO3 FUJI-NCOPO4

Standard Optional FUJI-NHOPO3  FUJI-NHOPO4

Standard Optional
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FUJI-NCEO3

FUJI-NHR11 Standard
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FUJI-NFL14




S
ey

PASSENGER ELEVATORS CAR AND LANDING DECORATION

FUJI-NLDO3

FUJI-NCA04

Ceiling: Gold titanium mirror titanium frame with LED light FUJI-NCOPO5 FUJI-NCOPO6
Car wall: Gold titanium mirror titanfum Standard Optional

Floor: PVC(standard)marble(optional)
o= T

FUJI-NHOPOS ~ FUJI-NHOPO6
Standard Optional
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FUJI-NCAO4

FUJI-NHRO3

FUJI-NFL15

ﬁi’f%\.

FUJI-NHR12




PASSENGER ELEVATOR CAR OPTIONS

FUJI-NCAOS FUJI-NCAO6 FUJI-NCAO7 FUJI-NCA11 FUJI-NCA12 FUJI-NCA13

FUJI-NCAO8 FUJI-NCAO9 FUJI-NCA10 FUJI-NCA14 FUJI-NCA15 FUJI-NCA16
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FUJI-NCA23 FUJI-NCA24 FUJI-NCA25
FUJI-NCA17 FUJI-NCA18 FUJI-NCA19
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FUJI-NCA20 FUJI-NCA21 FUJI-NCA22 FUJI-NCA26 FUJI-NCA27 FUJI-NCA28
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VILLA ELEVATORS

VILLA ELEVATOR CAR OPTIONS

FUJI-NCEOS

FUJI-NLD26

FUJI-NFLO5

FUJI-NCA30

Ceiling: Mirror stainless steel, LED light
Car wall: Mirror finish,etching finish, hairline finish
Floor: PVC

FUJI-NCA32

FUJI-NCA33

FUJI-NCA31

FUJI-NCA35

FUJI-NCA38

FUJI-NCA37




' SWING DOOR SERIES
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FUJI-NSD31 FUJI-NSD32 FUJI-NSD33 FUJI-NSD34
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FUJI-NSD35 FUJI-NSD36 FUJI-NSD37 FUJI-NSD38




OBSERVATION ELEVATORS

gFUJl JPN

OBSERVATION ELEVATOR CAR OPTIONS

FUJI-NCA41 FUJI-NCA42 FUJI-NCA43

FUJI-NCA44 FUJI-NCA45 FUJI-NCA46 FUJI-NCA47
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OBSERVATION ELEVATORS

gFUJl JPN

OBSERVATION ELEVATOR CAR OPTIONS

FUJI-NCA41 FUJI-NCA42 FUJI-NCA43

FUJI-NCA44 FUJI-NCA45 FUJI-NCA46 FUJI-NCA47
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FREIGHT ELEVATORS

FUJI NIPPON freight elevators are of top performance running in many awful diti b they are i d
with our high series control technology, high density cabin, brand traction machines and safety parts. For the large
capacity and door opening, reliable and stable running performance, and durable and long life cycle, FUJI NIPPON
freight elevators are the ideal choice for the factory, logistic warehouse, shopping center, supermarket, hotel, etc.

Options for door opening type

FUJI NIPPON designs our freight elevators with below four normal types for different
occasional choices, and also other opening styles as request.

Two Panel Center Opening Two Panel Side Opening Front Door Opening Front/Rear Door Opening

FUJI-NCA49
FUJI-NCAS0

Vertical Dumbwaiter, center opening door

= Center opening door has large opening space for easy
operation

* Fine CNC processing of door material ensures no
scrapping or touching of the food in the car

= Customized control system, machines and safety parts
keep the car clean and door smoothly open or close

Vertical Dumbwaiter, upper opening door

= Upper opening door saves top space

= Opening way is more keen to hand using habit

= Upper opening door prevents dust or other small thins
falling on the food
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FUJI-NLDO7 FUJI-NLD16 FUJI-NLD17

FUJI-NLDO8

FUJI-NLD21 FUJI-NLD22 FUJI-NLD23
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FUJI-NLD12 FUJI-NLD13 FUJI-NLD14 FUJI-NLD15 FUJI-NLD24 FUJI-NLD25 FUJI-NLD26 FUJI-NLD27




CEILING SERIES
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FUJI-NCEO6 FUJI-NCEO7 FUJI-NCEO8
FUJI-NCEOS FUJI-NCE10
FUJI-NCE12 FUJI-NCE13 FUJI-NCE14

FUJI-NCE15 FUJI-NCE16 FUJI-NCE17
FUJI-NCE18 FUJI-NCE19 FUJI-NCE20
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FUJI-NCE21 FUJI-NCE22 FUJI-NCE23

FLOOR AND HANDRAIL SERIES

FUJI-NFLO1

FUJI-NFLOS FUJI-NFLO6

FUJI-NFLO4

FUJI-NFLO7 FUJI-NFLO8

FUJI-NFLO9 FUJI-NFL10

FUJI-NHRO1

FUJI-NHRO3

FUJI-NHROS

FUJI-NHRO7

N

FUJI-NHRO9

FUJI-NFL11 FUJI-NFL12

e e ]
FUJI-NHRO2
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FUJI-NHRO4

| — ]
FUJI-NHRO6
——
FUJI-NHRO8
e —=
FUJI-NHR10
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The ARD provides power for elevator to keep The visitors shall hold an IC card to get to the nominated floor.

running to nearest floor or base floor to
evacuate the passengers when normal city
power is off.

The system realizes on-time monitoring of each elevator
status by equip special communication module.

This function should have the access of Communication
company’s agreement.

The outer landing door jamb can be customized according to
the wall thickness and customer’s requirement.

Before or when earthquake happens, the system sends the This system helps elevator save 20% to 30% power
signal to elevator controller which will level the car to the consumption.
nearest floor and open the door to evacuate the passengers.

& Fudi PN

It keeps the stability of the voltage and make sure the By using NBSL or Wittur fire proof doors, the car can
elevator runs stable. resist fire for one hour or two hours.
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FUJI NIPPON Mini MR passenger elevator FUJINIPPON Shaft and machine room dimensions for mini MR passenger elevator

HOISTING HOOK 3000KG Table 1
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BT Fal IATT Opening | Car | Car | Car Hoistway Hoistway Machine = Machine
W Capacity Speed  width | width | depth | height = width | depth =~ °°" | M gy
width depth
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Bl 630 16
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MACHINE ROOM PLAN 1.0
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} —Jj 20 800 1350 | 1400 1850 2050 1850 2050 | 950
L= — 25 2385/
i} g 10 900 1600 | 1500 | 2480 2200 2150 2200 2150 | 1100
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% | 3, o 20
E E 900 1100 | 2100 2100 2500 2100 2500 | 1093
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]
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. 1000 | 1800 | 1500 2400 2250 2400 2250 | 1200
= # ) 1250 1.75
| 20 1100 2000 | 1400 2600 2150 2600 2150 | 1300
= 25
3 1.0
16 .
1350 | 1.75 1100 | 2000 | 1500 2600 2250 2600 2250 | 1300
I 2.0
& I H m. I 25
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1.0 1100 1950 | 1750 2600 2500 2600 2500 | 1300
= = 1.6
= g '
ol 8 1 11 17
S 600 | 175 00 | 2000 50 2600 2500 2600 2500 | 1300
2.0
o5 1100 | 2100 | 1600 2700 2350 2700 2350 | 1350
FRONT VIEW
Remarks:

1. QH is cabin center to shaft
2.1000kg AA'BB=1100"2100 Counter weight side position







